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TO: All Report Recipients

1. The technical report transmitted herewith represents the results of
one of several research efforts (work units) undertaken as part of
Task 4C, Land Improvement Concepts of the Corps of Engineers' Dredged
Material Research Program. Task 4C is part of the Productive Uses
Project (PUP) and has as a general objective determination of the
technical feasibility of enhancing nonproductive land with dredged
material,

2., There has been a dramatic increase in the last several years in the
amount of land disposal of dredged material, necessitated largely as a
result of the need for confining dredged material classified as polluted
or with potential for causing adverse environmental impacts. Land is
continuing to become more and more scarce for disposal activities, and
the problem becomes more acute with the need for selecting each new
disposal area. Attention therefore can be profitably and justifiably
directed towards concepts that can increase the service life of dispesal
areas and thereby reduce the need for additional facilities. The purpose
of this particular study was to determine the feasibility of removing
and using dewatered dredged material as soil in solid waste management
to allow reuse of the initial disposal site,.

3. The potential uses of dredged material at sanitary landfills were
investigated and include cover, gas barriers and vents, impervious
liners, and leachate collection underdrains. The suitability of dredged
material for each of these uses was evaluated by comparing dredged
material with the properties of soil known to be suitable for use in
sanitary landfiils. The basic findings are that in most cases dredged
material can be considered a soil, and depending on its properties and
the needs at the landfill, it can be used in solid waste management,
Coarse-grained dredged material can be used for gas vents and leachate
drains, and fine-grained materials can be used for gas barriers, impervious
liners, and covers.

4, An additional intent of this study and report is to promote more
widespread interest in and concern over the idea that dredged material
can be considered a resource; in this case, a resource to be used in
sanitary landfills. To this end, it is expected that the basic
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conceptual design and methodology described in this study may be of

greater long-term significance to persons concerned with land-use planning

and management rather than the specific landfill designs presented in
the report.

JOHN L. CANNON
Colonel, Corps of Enpgineers
Commander and Director
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SUMMARY

Because of the concern for the effects copen-water dredged material
disposal may have on water quality and benthic life, the Corps of Engineers
(CE} has resorted more and more often to the land disposal of dredged mate-
rial; land acquisition dqifficulties have increased accordingly. Similariy,
g0lid waste management authorities have experienced increasing difficulties
in acquiring land for solid waste disposal. This study investigated the
feasibility of using dredged material in solid waste management from the
standpoint that dredged material could be used teo replace natural scil as
borrow or to create land on which to locate solid waste disposal operations.

The uses for scil at sanitary landfiils were investigated and include
cover, gas barriers and vents, impervious liners, and leachate collection
underdrains. The suitability of dredged material for each of these uses was
evaluated by comparing dredged material properties with the properties of
soils known to be suitable. It was concluded that coarse-grained dredged
material 1s suitable for use to vent decomposition gases, collect leachate,
and provide a trafficable covering when the infiltration of rainfall into
the sanitary landfill is acceptable. Fine- or mixed-grained dredged mate-
rial was shown to be suitable for a number of uses, including as a gas
barrier, impervious liners, and cover. Dewatering is required to ensure
that fine- or mixed-grained dredged material has the consistency of soil.

Economic and envirommental factors will influence the use of dredged
material in golid waste management. Econcomic advisability will be deter-
mined in part by a comparison between the cost of dredged material dewater-
ing and that of purchasing borrow material. Dewatering costs could con-
ceivably be shared by the Corps and solid waste management suthorities be-
cause both agencies would benefit. Environmental factors will be gite spe-
cific. Dredged material contamination must be considered but is not ex-
rected to be a significant problem when dredged material is used in a prop-
erly operated ganitary landfill. Sufficient information on which to base
incisive guidance concerning the use of contaminated dredged material is
not yet available.

Concepts for using large amounts of dredged material in solid waste
management were developed. One concept shows how a single parcel of land
might be used first as a dredged material contaimnment area and then as a
sanitary landfill by using a modified trench method of sanitary landfilling.
Another concept, involving land creaticon using dredged material and hill
construction by the area method of sanitary landfilling, demonstrates how
dredged material can add flexibility to the management of solid waste. A
third concept, for use long after a sanitary landfill has been completed,
involves the injection of dredged slurry inte the voids of a sanitary land-
£ill to extinguish and vprevent underground fires and to reduce subsidence
by filling the voids.

For reference, Appendix A presents brief descriptions of the solid
waste management operations discussed in this report. While most of Appen-
dix A deals with sanitary landfilling, prccesses such as composting, shred-
ding, and baling of solid waste are also described. Hydraulic dredging,
dredged material contalnment, and dredged material dewatering are described
briefly in Appendix B.



PREFACE

This report addressegs the feasibility of using dredged material in
golid waste management. Conducted between November 1975 and June 1976,
the study was Work Unit 4C02 of the Dredged Material Research Program
(DMRP), conducted for the Office, Chief of Engineers, at the U. S, Army
Engineer Waterways Experiment Station (WES), Vicksburg, Mississippi.

The study forms part of the DMRP Productive Uses Project (PUP), MAJ R. M,
Meccia and Mr. T. R. Patin, past and present Project Managers,
regpectively.

The study was conducted by personnel assigned to the Environmenbal
Fngineering Division (FED) of the Environmental Effects Laboratory (EEL)
at WES under the general supervisicn of Dr. John Harrison, Chief, EEL,
and Mr, A. J. Green, Chief, EED. PThe work was under the direct supervi-
sion of Mr. R. L., Montgomery, Chief, Design and Concept Development
Branch, EED. Principal investigator was Mr. M. J. Bartos, who wrote the
report.

During the study, COL G, H, Hilt, CE, and COL J. L. Cannon, CE, were

Commanders and Directors of WES. Technical Director was Mr. F. R. Brown.
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CONVERSICON FACTORS, U. S. CUSTOMARY TO METRIC (SI)

UNITS OF MEASUREMENT

U. 8. Customary units of measurement used in this report can be con-

verted te metric (SI) units as follows:

Multiply By
inches 2.54
feet 0.30L8
miles (U. &. statute) 1609.34L4
acres hohé,9
cubic yards 0.76k46
tons 907.185
pounds (mass) per cubic 16.01846
foot
pounds {mass) per cubic 0.59327631
vard
foot-pounds (force) per cubic LT7,880339

foot

To Obtain

centimetres
metres
metres

square metres
cubic metres
kilograms

kilograms per
cubic metre

kilograms per
cubic metre

Jjoules per
cubic metre



USE OF DREDGED MATERIAL IN SOLID WASTE MANAGEMENT

PART I: INTRCDUCTION

Background

1. Because of environmental constraints associated with open-water
disposal, Corps of Engineers (CE) Districts have increased their use of
land-based containment areas for the disposal of dredged material. This
increased dependence upon confined disposal areas and an increased aware-
ness of the ecological value of coasgtal and riparian wetlands have con-
tributed to difficulty in acquiring suitable land area for containment
facilities. Mitigaticn of land-acquisition preoblems can be achieved by
extending the service life of containment areas.

2. Research is currently under way within the Dredged Material Re-
search Program (DMRP) to investigate procedures for the design and loca-
tion of reusable containment areas. Such facilities wouid serve as pro-
cessing centers to prepare dredged material for removal and off-site
productive use. This would permit containment area reuse and would de-
crease land acquisition reguirement in direct proportion to the volume
of dredged material removed.

3. The Corps 1s not alone in its land-acquisition dllemma; agencies
responsible for the management of solid waste are experiencing similar
difficulties in obtaining suitable sites on which to operate envircnmen-
tally sound solid waste disposal operations. A major portion of the
solid waste generated in this country is ultimately placed on land in
sanitary landfills. The location of a szanitary landfill is constrained
in several ways, notably by cover material requirements and availability
snd by site characteristics related to potential adverse environmentsal
impact. High water table areas are generally unsuitable for sanitary
Yandfilling because excavation for cover material would bring solid waste
too near the groundwater table, thereby increasing the possibility of

contamination by leachate.



b, If dredged material could satisfactorily perform the functions
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viously considered unsuitzble due to a deficiency of native cover soil.
Some solid waste operations might become economically attractive if
large volumes of dredged material were available at low or no cost. [For
example, the location of large regional sanitary landfills on marginal
land may be economically infeasible due to the high cost of purchasing
and hauling borrow material for use as cover. The landfill location
would become more economically attractive if suitable dredged material
could be acquired free of charge and hauled to the sanitary landfill in-
expensively enough to effect a reduction in the total cost of obtaining

cover material.

Purpose and Scope

5. The purpose of this study was to investigate the feasibility of
using dredged material in solid waste management and to identify and de-
velop workable concepts for uses that appeared feasible. The feasibil-
ity of each concept was investigated by considering the functions re-
gquired of the dredged material; comparing thezse functional requirements
with the physical and engineering properties cof dredged material:; and
studying operational procedures for obtaining, hauling, and placing the
dredged material and sclid waste., Multiple-use concepts, in which
dredged material used with so0lid waste management is part of a larger
overall operation, were presented from the point of view of the bene-
ficial uses of dredged material.

6. Due to the site-specific nature of each solid waste management
problem and of each dredged material containment operaticn, the details
of each concept were left to loeal planners and degigners. Special con-
siderations to be made before using dredged material in solid waste

management were cited,
Approach

7. The approach used in this study was to determine the types of

dredged material suitable for use in conjunction with solid waste



management. Since dredged material is basically a soil mixture with an
abnormally high water content that can be reduced, the substitution of
dewatered dredged material for soil should be feasible., The properties
of dewatered dredged material were compared with those of similar soils,
and the zultability of dredged material to fulfill the functional re-
quirements of various uses of soil at solid waste ¢perations wasg evalu-
ated on the basis of the comparison. In addition, the characteristics
of dredged material disposal operations (material with a high water con-
tent, segregation of particle sizes, hydraulic transportation of mate-
rial, the availability of large veolumes of material, etc.) were in-
vestigated to devise innovative concepts for using dredged material in
solld waste management.

8. To become familiar with the state of the art in solid waste
management, a curscery literature review was conducted with special at-
tention paid to the various ways of using soil. Additional assistance
was obtained from personnel of the U. 8. Environmental Protection Agency
(EPA), who provided information concerning ongoing and recently com-

pleted demonstrations and innovative concept studies.

10



PART IT: USES FOR DREDGED MATERIAL IN
SOLID WASTE MANAGEMENT

9. Dredged material has several potential uges in solid waste
management operations. There are geveral uses for soil in ganitary land-
filling, and dredged material dried to near optimum water content for
compaction has the physical and engineering properties of soil.l Ir
composting gains widespread acceptance in the U. 8., dredged material
may find use as an admixture or as cover; therefore composting is dis-
cussed in this study.

10. For reference, Appendix A presents brief descriptions of the
solid waste management operations discussed in this report. While most
of Appendix A deals with sanitary landfilling, processes such as com-
posting, shredding, and baling of solid waste are also described. In
Appendix B, a brief summary of dredged material disposal is presented.
Hydraulic dredging, dredged material containment, and dredged material

dewatering are described briefly.

Ugeg in Sanitary Landfills

11. The potential uses for dewatered dredged material in a sani-
tary landfilling operation are as material for constructing cover,
liners, gas vents, leachate drains, and gas barriers. Each of these
useg is described bhelow, along with a discussion of the suitability of
dredged materizl for each use. Since no commonly accepted quantitative
method for evaluating the suitability of a given material for performing
the functions required for use is currently availsble, suitability is
determined qualitatively. Some soil types are more suitable than others,
but no specific physical or engineering properties are generslly
specified.¥*

Cover

12. Daily cover. At the end of each working day, or more

¥ Personal communication, N. Schomaker, EPA National Environmental Re-

search Center, Cincinnati, Ohio, 24 Feb 1976.
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frequently if necessary, solid waste is covered with at least 6 in.¥ of

compacted soil. Although presenting a sightly appearance is an lmper-

tant function, dally cover is designed to do more than simply hide solid

waste.

Table 1 lists the functional requirements of daily cover, and

each is described below.

a.

|

Vector control., A very important requirement of daily
cover is the control cof vectors, such as rats, flies, etc.,
at the site. Fly larvae {maggots) are often a part of
municipal refuse and are buried with the solid waste. If
the flies are allowed to hatch and emerge through the

s0il cover, they pose a serious health problem. A 6-in.
thickness of compacted fine-grained soil has been shown

to be effective in preventing fly emergence.2 Conversely,
granular material with large pore spaces ig not effective.

Rats and other rodents are alsc undesirable at a sanitary
landfill and can be controlled by making the food (solid
waste) unavailable to them. Rodents are capable of bur-
rowing through soil in order to obtain the food buried
underneath, so the cover must be capable of resisting
rodent burrowing. Clean granular scils, sand, and gravel
are effective in preventing rodent burrowing, because
tunnels will continuously cave in.

Prevention of internal fires. The spontaneous combustion
of solid waste can regult in an underground fire. Filres
can ¢cause air poliution by the smoke released to the at-
mosphere, and the large volds caused by the burning can
cause substantial subsidence and cave-ins. The soil cov-
ering the bottom and sides of a burning cell helps to
confine g fire, but the top cover may become undermined
and collapse, exposing the overhead cell to the fire. A
carefully operated sanitary landfill will have no uncon-
trolled internal fires because the soll cover prevents
oxygen from entering the cell. Fires can alsc be pre-
vented by eliminating the formation of methane gas pockets.
As methane gas is produced, it should be vented to the
atmosphere, either directly through the soil cover or
through special gas vents.

If gas vents are used, then the cover should be imper-
viocus to gas flow, which is best performed by fine-grained
solls with low permeability and high moigture-retaining
ability. The use of clay must be carefully controlled so
the clay does not dry out and crack. Sand and gravel with

*

A table of factors for converting customary units of meagurement to
rmetric (SI) units can be found on page 7.

12



Table 1

Functional Requirements of Daily, Intermediate, and Final Cover

Daily Intermediste Final
Functicnal Reguirement Cover Cover Cover

Prevent fly and insect emergence X X X
Prevent rodent hurrowing

Minimize infiltration (dry state)
Maximize infiltration (wet state)
Minimize gas venting through cover¥
Maximize gas venting through cover

Control oxygen movement

I A T o

Minimize blowing paper

Asgigt vehicle support and movement

ES T - A s

Resist erosion

Ca T T T - - S -

Bupport vegetation

* If gas vents are provided.

13
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considerable fines are also satisfactory in blocking gas
flow, provided the gradation is suitable to form a dense
cover with permeability significantly lower than that of
the surrounding soil.

If gas is to be vented through the cover, and gas vents
are not provided, then clean (little or no fines) sand
and gravel are sultable. The use of granular soills to
allow gas ventilation requires that the soils be kept

drained, ag water will impede or block the flow of gas.

Control of surface water infiltration. There are two
philosophies concerning the control of surface water in-
filtration. Some helieve that infiltration should he
minimized to prevent leachate production, thus eliminating
the need to ceollect and treat leachate. Others belileve
that infiltration should be maximized, arguing that the
increaged rate of decomposition and earlier site stabili-
zation provide benefits eXceeding the costs required to
collect and treat leachsate.

If the sanitary landfill is to be operated in the dry
state, then the daily cover must be as impervious as pos-
sible., B3ilt and clay are generally impervious, and gravel
and sand with considerable fines are alsc sultable to
minimize infiltration. Clay layers must be kept moist to
prevent cracking, however, ag cracks extending through

the clay will allcw infiltraticn.

The maximization of surface water infiltration into

the sanitary landfill requires that the cover be highly
pervicug. Clean sand and gravel are very pervicus and are
quite suitable. Uniform, poorly graded sand is generally
more pervious than well-graded sand, but both are suitable
provided there are little or no fines to fill the pore
spaces.

Aesthetic considerations. Daily cover is algo important
from the standpoint of aesthetics. To promote public ac-
ceptance of a sanitary landfill, a neat appearance is
essential; frequent covering of solid wagte helps maintain
an inoffensive-loocking operation. Of special importance
is the control of blowing litter. The EPA rates all soill
types excellent for controlling windblown litter, although
dry silt and fine sand may cause a dust problem.3

Intermediate cover. If a sanitary landfill is to consist of

twe or more 1ifts, the lifts must be separated by a 12-in. layer of =oil
called intermediste cover. Intermediate cover must fulfill all func-
tional requirements of daily cover for up to 12 months and must be traf-

ficable to assist wvehicle support and movement. Provigion for

1h



all-weather operation must include a trafficable route to the working
face. After the first 1ift is complete, the access routes are founded
on the solid waste cells; the intermediate cover must be stable enough
to support fully loaded solid waste delivery vehicles and compaction
equipment.

14. While fine-grained soils can fulfill the functional require-
ments of daily cover, they are not well suited for traffic. Clay is
especially poor in wet weather, becoming soft and slippery. The EPA
suggests that an impermeable cover of fine-grained soil {(to minimize gas
and water flow) be supplemented by a layer of granular material suitable
as a road base.3 A carefully selected silty or clayey sand (or gravel)
with enough fines to be impermeable may be trafficable in wet weather
and may prove suitable for intermediate cover at a sanitary landfill
operated in the dry state.

15. Cover evaluation. Table 2 shows the suitability of soil types

for fulfilling the various functional requirements of cover material.
The table shows that some gsoil types are suitable for meeting some
functional requirements but not for meeting others. Therefore, the rel-
ative importance of each of the functional requirements must be deter-
mined so that the most suitable soil will be selected.

16. The characteristics of a desirable cover material are easy
workability, moderate cohnesion, and significant strength.5 A mixture
of sand, silt, and clay {SM or SC) has been shown to be a suitable cover
material; if a gravel (GM or GC) is fairly well graded with 10 to 15
percent sand and 5 percent or more fines, it can make an excellent
cover.3 When compacted, granular coarse particles are held together by
the binding action of silt and the cohesion of clay. The fines also
serve 1o reduce the permeability. A well-graded silty or clayey sand
or gravel (8M, 8C, GM, or GC) will not develop troublesome shrinkage
cracks, can control insects and rodents, and can be worked in most
weather.

17. Well-graded silty or clayey sand or gravel is not always avail-
able, and a less-than-desirable material must often be used. In such

cases the only soils that must be ruled out for use as cover are highly

15
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organic soils (OH and OL) and peat (Pt). In using marginal soils, pre-
cautions must be taken to ensure that the landfill is operated in such
a manner that the inability of the cover to meet one or more functional
requirements does not result in a health or safety hazard.

18. Use of dredged material as cover. Dredged material exists as

a slurry {10 to 20 percent solids) while being transported hydraulically
to a containment area. Inside the containment area sedimentation occurs
and the surface water is removed leaving a deposgit of semisolid dredged
material with a high water content. Surface evaporation causes the for-
mation of a crust of dry material, which has a water content typical of
natural soils. The dredged material beneath the crust remalins at water
contents near or exceeding the liquid limit of the material. The three
simplistic states of dredged material, slurry {10 to 20 percent solids),
semisolid (water content near or exceeding liguid 1limit), and dried
crust {(with water content typical of natural soil) are illustrated in
Figure 1; more detalled information pertaining to dredged material dis-
posal is presented in Appendix B.

12. The use of dredged material as a slurry or as a semisolid pre-
sents many operational and suitability problems. Due to difficulty in
handling slurry and semisolids, especially when compacting or working
on slopes, the use of dredged materiazl in these forms is considered
generally not feasible. Neither slurry nor semisolid would remsin on
the sloped working face, and drying the material would involve periocds
of time during which the surface would be unworkable. Leachate problems
would probably result unless the water released from the dredged mate-
rial into the solid waste were carefully controlled. Compaction of the
material would be impossible until the material had dried to a consis~
tency near that of a soil. There are also other problems with the use
of slurry and semisolid dredged material, such as delivery to the site,
on-site handling, storage, etc.

20. The use of dried dredged material as cover is operationally
feagible, because the material can be easily hauled, spread, and com-
pacted by conventional earth-moving egquipment. Other research conducted

under the DMRP showed that dried dredged material can be compacted to
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SLURRY = SEMISOLID - DRIED CRUST

(Liquid Limit

Optimum Water
Content

Shrinkage
Limit

~+———— DECREASING WATER CONTENT

DECREASING VOLUME ———=
Figure 1. Dredged material consistency

dry densities comparable to those of natural scils by a reasonable com-
pactive effort.l Figure 2 summarizes the results of those compaction
tests,

21, Dry dredged material is available in the form of a surface
crust at meost dredged materisl containment areas. Alternatively, the
dredged material may be dewatered by any of a number cf proceszes cur-
rently being investigated under the DMRP. Further information on ecrust
formation and dredged material dewatering is presented in Appendix B.

22. To evaluate the suitability of a particular deposit of dewa-
tered dredged material, samples of the materisl should be classified
according to the USCS.l’h To classify a sample by the USCS is simple
and inexpensive, requiring only a grain-size analysis and a determina-
tion of the liquid and plastic limits of fine-grained material. Using

the resulting classification, the suitability of the dredged material

18



MAXIMUM DRY DENSITY, '}’d, PCF

120

I I T I
-
110
4 SAMPLES
MOD PROCTOR
T o L
100
1
90
8 SAMPLES
STD PROCTOR
T 1
L 1'\ S
80 ! \\\ '
5 SAMPLES
15- BL.OW
70
60 i [ | 1
10 20 30 40
OPTIMUM MOISTURE CONTENT, PERCENT
OPTIMUM
COMPACTIVE MAX DRY MOISTURE
EFFORT NO, OF DENSITY CONTENT
TYPE TEST FT-LB/CU FT SAMPLES PCF PERCENT
15 -BLOW 7,400 5 5E.9- 97.9 20,0 - 44.1
(80.6)* (33,5}
STANDARD 12,200 8 67.4-115,0 13.7 - 46.8
PROCTOR {82.9) {33.2)
MODIFIED 56,000 4 94.0-117.0 15,0-29,5
PROCTOR (102.8) (22.3)
* AVERAGE VALUES SHOWN IN PARENTHESES.
Figure 2. Average maximum dry density versus average optimum

moisture content of dredged material samples
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can be determined by comparing the classification of the dredged mate-
rial with the suitability of that gsoil type using Table 2. Figures 3
and I show the types of material dredged throughout the U. 8. These
figures ghow that dredged material suitable for use as cover is avail-
able in all regions where dredging is done.

23. Covering shredded solid wasgste. Since shredded go0lid waste can

6,7,8

of'ten be placed without daily cover, it may be possible to use semi-
solid dredged material to act as an intermediagte cover at a landfill of
shredded solid waste. The minimum compacted thickness for intermediate
cover is 12 in. The use of semisolid dredged material with a high water
content would invelve placing an initial thickness greater than 12 in.
50 that the material would be 12 in. thick after dewatering and compac-
tion. The initial thickness required to construct a final layer of
satisfactory density can be easily determined using fundamental soil
mechanics. The initial thickness would be equal to the final thickness
(12 in.) plus the thickness lost during compaction pius the thickness
logt in dewatering.

2L, Access to covered portions of the shredded waste Iandfill would
be severely restricted while the dredged material was drying. This
would necessitate careful planning of the operation so that when one
1if't was compieted, enough of the cover would have dried and been com-
pacted sc that the next 1ift could be started without interruption. If
the cover was to be placed as sections of a 1ift were completed, then a
dike might be required tc contain the dredged material until it dried.

25. Semisclid dredged material may alsc be used as final cover at
a shredded landfill. The greater thicknesg of final cover would require
that the dredged material be placed in several 1ifts to dry. This in
turn would delsy ultimate site use. Earlier site use could prcbably be
achieved by constructing retaining dikes and placing the final cover in
one lift. After a period of time the surface ef the dredged material
would have stabilized sufficiently for nonvehicular uses. Vegetation
could be planted to accelerste the drying rate of the dredged materisal

and to enhance the gesthetic value of the site.

20
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Gas and leachate barriers

26. As solid waste decomposes under anserobic conditions, gases
such as methane and hydrogen sulfide are produced. Methane is highly
explosive when mixed with oxygen and can build up in culverts and build-
ing foundations. Hydrogen sulfide, while not produced in such great
quantities as methane, is toxic even in low concentrations and has an
cbnoxious odor. To prevent the development of health and safety hazards
near sanitary landfills, these decompostion gases must be confined lat-
erally to the boundaries of the sanitary landfill.

27. Water seeping through solid waste can become contaminated.

The contamination of surface and groundwater by contaminated water seop-
ing from solid waste (leachate) must be averted either by collection and
treatment or by prevention of its production. The use of dredged mate-
rial to construct barriers to gas and leachate flow is described below.

28. Gas barrier wall. The prevention of the lateral migration of

decomposition gases from within a sanitary landfill is ensured by the
construction of a vertical barrier (Figure 5). Such a barrier is gen-

erally constructed by excavating a narrow trench (1 to 4 ft, typically)

LIMIT OF
LANDFILL

____.’/-STRUCTURE
VENTED

GASES _i

A

=

I
I

IMPERVIOUS
BARRIER N

=

N 777
C__NATURAL

IMPERVIOUS
SOIL T?

Figure 5. Perimeter gas barrier
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around the sanitary landfill t¢ a depth below the lowest solid waste.
The trench is backfilled with impervious soil, compacted, and saturated
with water. Keeping the barrier completely saturated is important to
prrevent the soil from cracking and to keep the pore spaces filled with
water to prevent gas from leaking through.

29. Liner. An impervious liner (Figure 6) is designed to help re-
duce leachate production by preventing groundwater from entering the
landfill. Additicnally, leachate produced by infiltrating surface water
iz contained within the landfill and cannct contaminate groundwater.

If a significant amount of leachate is produced, collection and treat-
ment of the leachate is necessary to prevent inundation of the golid
waste.,

30. Bince a liner is impervicusg and extends from beneath the solid
waste to the surface, it also serves ag a barrier to the lateral flow
of gases. The requirements of a barrier wall must also be met by the
liner if it is to block gas flow. Thie generally means that the liner
must be kept zaturated at all times.

31l. One commonly used liner material is clay soil, carefully com-

pacted to form a membrane 1 to 3 ft thick, completely sealing the

LIMIT
LANDFILL

STRUCTURE

VENTED
GASES

—_——— e —
<I T
~ GROUNDWATER
TABLE

— i —

7 NATURAL
PERVIOUS

SOH_*;

Figure 6. Impervious liner
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? As in the case of gas bar-

bottom and sides of the sanitary landfill.
rier walls, liners must be kept moist to prevent shrinkage cracking.
Unfortunately, the long-term effects of leachate on the structure and

9

permeability of clay under anaercobic reducing conditions are not known.

32, Suitability of dredged material. The suitability of a given

material for use as a barrier to the flow of gas and water is determined
by the permeability of the material. The flow of water through soil is
greatly dependent on the size, shape, arrangement, and gradation of
particles. Fine-grained dredged material samples compacted at water
contents near optimum have been shown to be practically impervious to
wabter with values of the coefficient of permeability typically near

10”8 cm/sec.l The use of fine-grained dredged material would require
that the material be dewatered to near optimum moisture content and then
carefully compacted, because dredged material with a high water content
has a higher void ratio and therefore a higher permeability. In addi-
tion, if large amounts of water were included in the liner, this water
would be gradually squeegzed oul by the weight of the solid waste. IT
the pore wabter of the dredged material contained contaminants, they
could have an adverse effect on groundwater quality. Careful control of
water content and compaction will prevent problems of this nature.

33. The permeability of dredged material to gas is much the same
as the permeablility to water and 1s influenced by the same properties
(grain size, shape, ete.). One other consideration is involved, how-
ever, and that is the amount of moisture present in the pore spaces.

If the dredged material is not saturated with water, then some gas can
flow through the open soil pores. Interstitial water acts as a barrier
to gas, and a saturated, fine-grained dredged material would present

an effective barrier to gas flow.

34. While the use of dredged material to line a sanitary landfill
would require the use of dredged material dewatered to near optimum
moisture content, semigolid dredged material could be suitable for con-
structing a gas barrier wall. As long as the wall was kept wet, the
gemisolid dredged material would prevent gas flow. While the void ratio

and permeability are greater for semisolid dredged material than for

25



dredged material that has been dewatered and compacted, the water in the
voids would prevent the flow of gas. Dredged material classified CL or

CH according to the USCS is likely to be suitable for use in construct-

ing a liner or gas barrier.

Gag wvents and leachate drains

35. Barriers to the movement of gas and leachate are designed to
contain the gas and leachate within the boundaries of the sanitary land-
fi1l. Gas vents (Figures 7-9) are used toc direct the flow of gas to
the atmosphere where it is harmlessly dissipated, and leachate drainage

layers are used to intercept leachate and drain it to an area where it

Final cover material

Figure T. Gravel vent3

S—
——
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Final cover material

Vented gas :

Gravel trench

Figure 8. Gravel trench3 4
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can be collected for treatment or recirculation. A leachate drainage
blanket can also be used to vent gas if the blanket extends to the sur-
face as shown in Figure 10.

36, The contrelled ventilation of gas requires that the vent be
much more pervious than the surrounding soil, and a leachate drain must
also be wvery pervious so that leachate will be drained quickly away from
the solid waste. If drainage is tco slow, leachate may back up and in-
undate the solid waste. To be suitable for venting gas cor draining
leachate, the dredged material must consist of sand or gravel with 1lit-
tle or no fines (GW, GP, SW, SP) and must be much more pervious than
the scils on the site. Since coarse-grained dredged material is highly
perviocus and drains freely, no dewatering is required prior to use.

37T. During a disposal operation the coarse-grained fraction of
the dredged material is deposited near the discharge pipe in the con-
tainment area with other undesirgble material often mixed in. TFor ex-
ample, clay balls and miscellaneous trash will fall out of suspension
with the sand and gravel. In order to use the sand and gravel, removal
of unwanted material by screening may be necessary. However, in most
cases sultable coarse-grained dredged materiasl can be borrowed directly
from a dredged material containment area without such processing. The

avallability of such material has been verified by researchers
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Figure 10. Liner and leachate drainage blanket used to collect

leachate for treatment {from Handbook of Solid Waste Disposal:

Materials and Energy Recovery by Pavoni, Heer, and Hagerty,

1975 Litton Educational Publishing, Inc. Reprinted by permis-
sion of Van Nostrand Reinhold Company)>
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\ . 1,10
investigating Corps practices in the confinement of dredged material, i

Uses in Composting

38. The uses of dred
operation are severely restricted for two basic reasons. First, the
composting process itsell does not regquire soil or soil-like material;
second, composting is not widespread in the U. 5. If a market for com-
post develops, however, composting may become a viable solid waste
management technigque. TFor this reason, two potential compost-related
usesg are presented here.

39. One use involves the admixture of dredged material in a semi-
solid condition into windrows of shredded solid waste. BSuch dredged
material would have to be carefully selected for high available nitrogen
and water contents. The purpose of adding the dredged material is
twofold: the nitrogen is required to lower the carbon-nitrogen (C:N)
ratio of the compost to an acceptable value and the water is used to ad-
Just the moisture content. Additional benefit may accrue in the form
of increased mechanical strength, cauzed by the solid particles of
dredged material. On the other hand, the dredged material would fill
void spaces within the compost windrow, and this would increase the
turning required to prevent formation of an anaerchbic condition.

L0. This concept is not considered especially attractive to muni-
cipalities. The sludge produced at wastewater treatment plants has
been successfully used to adjust both the nitrogen and water contents
of compost. This arrangement is more convenient to local officials be-
cause the entire operation can be ccordinated by one level of govern-
ment, as opposed to coordination requiring the interfacing of local
authorities with Federal government (Corps of Engineers). Also, using
gludge alleviates the municipality's sludge disposal requirements.

41. Dredged material could also be used to cover a landfill of
composted solid waste. Such cover would have to meet the functional
requirements of cover at a conventional landfill until more information

concerning the environmental impact of composted landfills is developed.
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The production of decomposition gases would not be & concern, because
decomposition (aerobic) would have been completed during composting.
Leachate may be a problem; however, little information is available
to support or deny this.

L2, The use of dredged material in conjunction with a compost land-
fill was suggested in another DMRP revort by Reikenis et al.ll This
concept calls for layers of composted golld waste to be covered with
dredged material (Figure 11). Such a landfilling operation could be
feasible provided the area being filled was laterally confined to pre-
vent the lateral flow of dredged glurry. The composting operation it-
gself would be located cutside the landfill site, as the soft dredged
material and the compost would not provide a suitable hase for the

windrow turning equipment. Again, leachate may be a problem.

Economic Factors

43. The success of any attempt to use dredged material in solid
waste management will be dependent upon the economic feasibility of the
project for each of the agencies concerned. To ensure cooperation
among agencies, the benefit-cost ratio must be favorable b:e > 1 for
each agency. Restated, there should be a positive net benefit b-c > 0
for each agency. Since each operation involving the use of dredged
material in solid waste management will be unique, economic feasibility
must be evaluated on a case-by-case basls. The fellowing paragraphs
describe economic factors that influence the b:ec ratio of projects in-
volving the use of dredged material in sclid waste management. The
factors are the costs of dewatering, purchasing, and hauling dredged
material; purchasing and hauling borrow material; providing additional
dredged material storage capacity:; and site improvements required to
excavate and haul dredged material. Iach of these factors (listed in
Table 3) can be assigned a dollar value by appropriate agencies, al-

though some costs may not be involved in every operation.
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Table 3

Factors Influencing Econemic Feasibility of Using Dredged

Material in Solid Waste Manapement

Digtribution of

Unit of Costs and Benefits*
Feonomic Factors Expression Costs Benefits Remarks
Additional storage capacity Value of addi- D Value of additional storage
gained by removul of tionul astorage is the cost of obtaining
dredged material from capacity, storage by the least expen-
containment area $/eu yd sive method (dike raising,
dewatering, etc.)
Cost of dewalering dredged $/cu yd S and/or D Dewatering costs could con-
material ceivably be borne by both
agencles, depending on
local conditions
Cost of site improvements re- $ - lump sum S and/or D May not be reguired in many
gquired to permit transpor- cases
tation of dredged material
to existing transporiation
facility
Cost of purchasing dredged $/cou yd 5 D Dredged material could be

material

Cost of hauling dredged
material

Cost of purchasing borrow

Cost of hauliny borrow

$/cu yd/mile

$/cu‘yd

$/cu yd/mile

L)

donated by District (see
Reference 12), in which
case there is neither cost
nor benefit

Cost of hauling equal amounts
of borrow and dredged mate-
rial are expected to differ
only when haul distances
differ

Benefit is cost
using dredged

saved by
material
Benefit is cost

using dredged

saved by
material

* D

cost/benefit accrues to District.

% cost/benefit accerues to solid waste manapement agency.



Tactors affecting solid
waste management agencies

by, The economic feasibility of using dredged material as a sub-
stitute for borrow material in s0lid waste management is determined by
comparing the costs of using borrow with the costs of using dredged mate-
rial. The economic Teasibility cf using dredged material can be esti-
mated by identifying the costs of using borrew as benefits (cost sav-
ings) and comparing these benefits with the costs of using dredged mate-
rinl. TFactors {(costs) contributing to the total benefits will be the
cogts of purchasing, excavating, and hauling horrow. The costs of
stockpiling, spreading, and compaction cannot be claimed as benefits be-
cause these costs will be the same for an operation using dredged
material.

45, TFactors that will contribute to the cost of an operation using
dredged material will depend on local conditions. Costs may include de-
watering, purchasing, site ilmprovements, excavating, and hauling. De-
watering costs could be borne wholly or in part by the District if eco-
nomics are favorable, as will be discussed in the next section. Pur-
chase price will depend upon the cwnership of the dredged materisl and
other conaztraints; an Investigation of the gale or donation of dredged
material has been conducted under the DMRP.12 Site improvements may or
may not be required and include the construction of an access road o
the contalinment area, etc. Excavation and transportation costs will be
similar to those associated with using borrow material. The costs of
excavating and hauling dredged material will differ from those of exca-
vating and hauling borrow when the borrow pit and the containment area
are not at the same distance from the solid waste disposal site.

Factors affecting Districts

46. Generally, the sale or donation of dredged material would not
involve any cost to the District, and the benefits would be the value
of the additional storage capacity created by the removal of dredged
material from s containment area. However, since the dredged material
generally would require dewatering before use, solid waste management

agenclies may be discouraged from using dredged material because of the
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costs of dewatering. In some cases the dewatering costs, or some frac-
tion thereof, might be borne by the District as an inducement for solid
waste suthorities to use the dredged material. If the Distriet contri-
utes to the cost o©
would be the amount gpent by the Digtrict for dewatering. The benefits
would be the value of the additional storage capacity created by the
consolidation of the dredged material due to dewatering and by the re-

moval of the dry material by the solid waste authority.

Case Histories

47, Dredged material has been successfully used to cover sanitary
landfills in the past. The following operations are cited to lend
credibility to using dredged material in solid waste management and to
serve as examples of how cooperation between authorities can result in
mutual. benefit. WNew Castle County, Delaware, acquired a filled con-
tainment area from Lhe Philadelphia District and is currently using part

*
135 This landfill, which involves

of the land as a sanitary landfill.
the use of 120 acres for the disposal of shredded and unshredded solid
waste, heg been operating for 2-1/2 years. Dredged material in exca-
vated at the rate of 300 tons per day from the remainder of the con-
tainment area for use as cover. Since the dredged material is unsuit-
able to assist and support traffic, 200 tons per day of select borrow
are hauled in. The dredged material is hauled and spread for $1.6h
per cu yd, while the borrow is hauled and stockpiled for use for $2.30
per cu yd.

48, In 1965 a sanitary landfill in Toledo, Chioc, was covered with
& layer of hydraulically placed sand. The sand, 5 ft thick, was cov-
ered with topsoil, and the landfill was landgcaped and is now the
Detwiler Municipal Golf Course.lh The reasons Tor using the hydraulic
sand Till were said to be "related to availability, dreinage, and sta-

bility. This material was dredged from the bottom of the sdjacent bay

*® Personal communication, Albert W. Madora, Newark, Del., 14 June 1G76.
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and did provide the above mentioned advantages. To my knowledge there
have not been any problems resulting from ... water involved in the
filling ocperations.”¥

49. The Americen Publiec Works Association reported the following:
"New York City has developed a process for converting sand oblained by
dredging into cover material by inundating (ponding) the surface of the
sand with digested sewage sludge (about 95% liquid). After a drying-
out period, the sand and sludge are thoroughly mixed by mechanical plow-
ing. The result is excellent cover soil obtalned much more economically
than if material had been imported."l5

50. Bay City, Michigan, provided the Detroit District with a con-
tainment area on Middieground Island in the Saginaw River, and the Dis-
trict has used this site on a continual basis since 1973.%¥ BRetween
dredging operations, the city removes the dredged material for use as
cover for a nearby sanitary landfill. The material is sandy (SP, SM,
or SC), and between 100,000 and 150,000 cu yd of the material is used
each year. Figure 12 shows a truckload of the dredged material being
removed from within the containment area for use at the sanitary
landfill.

* Personal communication, Frank Duane, Golf Course Architect, Toledo,
Ohio, 21 May 1976.

Personal communication, Donald L. Billmaier, U. S. Army Engineer
District, Detroit, 14 Feb 1975.

*%
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Figure 12. Dredged material being removed from
contaimment area for use to cover sanitary land-
£ill (courtesy Detroit Distriet)
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ART ITT: CONCEPTS FOR THE DISPOSAL OF
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51. BSome potential uses for dredged material in solid waste manage-
ment were discussed in Part II. Implementation of these ideas will re-
quire cooperation botween the Corps of Engineers and solid waste manage-
ment apencies, and this cooperation can result only 1T benefits to both
parties can be shown. This part of the report is intended to point out
to solid waste managers scme advantages of the use of dredged material
over the use of Dborrow and to show that cooperation in such endeavors
can be beneficial to the Corps. The part will show how the different
agspects of dredged material disposal and sclid waste management can be
coordinated at the same site, either simultaneocusly or segquentially.

52. Advantages to solid waste management agencies will be attri-
buted mainly to the lower acquisition costs and greater availability of
dredged material compared with borrow material. Clearly, dredged mate-
rial cannot compete with natural scil available at or near the site,
but if materizl must be obtained and transported to the site, or if
operations require large amounts of material, dredged material may be
more attractive than borrow material,

53. Corps benefits will relate to increases in disposal capacity.
Local autheorities may be more inclined to grant easements and other per-
missiong required for the use of lowland sites near dredging operations
if the site for a solid waste disposal operation can be created thereby.
Thig would help ease the land acquisition problems of the Corps and
would increase containment area capacity by the removal of dredged mate-
rial. If the dredged material is removed for use In solid waste dis—
posal operations, then land acquisition problems will be reduced
proporticnately.

54, The remainder of this part pregents some concepts for using
dredged material in solid waste management. One concept shows how a
single parcel of land might be used first as a dredged material contain-
ment area and then as a solld waste disposal site using a modified

trench method of sanitary landfilling. Another cconcept is land creation
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using dredged material and subsequent hill construction using the ares
method of sanitary landfilling. This concept demonstrates how dredged
material could add flexibility to the management of solid waste. A
third concept is for use long after a sanitary landfill has been com-
pleted and involves the injection of dredged slurry into the voids of
the sanitary landfill to extinguish and prevent underground fires and to
reduce subsidence by filling the voids.

55. These concepts are presented in very general terms to demon-
gtrate the types of cperations that can be inveolved when dredged mate-
rial is used In solid waste management. The presentation is necessarily
qualitative, and detallcd engineering design and carefully managed cper-
ation will be required to ensure the success of any such ventures. The
two construction concepls are flexible in themselves; many variations
of each concept, as well as combinations of the two, are certainly pos-

P | 4~
mlidle Ly

Land Raising and Subsequent Sanitary Landfilling

Limitations

56. The principles of sanitary landfiiling in dry land (land well
above the water table) are widely practiced and well documented.3 How-
ever, sanitary landfilling in wet areas (areas where the water table 1s
near the surface) is generally avoided due to the additional problems
of operating in wet conditions. However, the increasing difficulty of
land acquisition for sanitary landfilling may somedsy require the use
of high water table areas.

57. Banitary landfilling in high water table areas is not gener-
ally an environmentally prudent undertaking due to the near certainty of
water contamination by leachate and due tc the difficulty of obtalining
enough cover at the site. In addition, foundation conditions are gen-
erally poor, causing difficulties in equipment operation. Fhe operation
of sanitary landfiile in wet areas should include provisicnsg teo alle~
viate poor working conditions caused by water and soft soil and to
prevent solid waste and leachate from coming into contact with ground

water or surface water.

39



58, Cne way to help prevent the interaction of water and solid
waste is to keep the solid waste well above the water table at all times;
this may he accomplished by permanently lowering the water table, but
the cost of this is prohibitive. Alternatively, the land surface may be
raised further above the water table pricor to beginning the sanitary
landfill. The use of dredged material to raise the elevation of the
area above the water table and subsequently to provide a site for a
trench method sanitary landfill may prove to he an eccnomilcal way to
utilize high water table areas as sanitary landfills. The following
concept is presented to suggest one way that dredged material contain-
ment and solid waste disposal could he accomplished at the same locaticon
by using the land area first for a dredged material containment area and
then for a sanitary landfill.

Modified trench methcd

59. The medified trench method inveolves the dewatering of dredged
material by a program of progregsive trenching and the subsequent fill-
ing of the trenches with compacted solid waste, The opersticnal cycle
congists of four basic steps, and cycles are repeated until the final
elevation is reached. The first step is to consgstruct a containment area,
£ill it with dredged material, and decant gurface water. Second, a pro-
gram of gurface Trenching, currently being evaluated under the DMRP,16
is used to dewater the dredged materizl. The third sitep is to fi1ll the
trenches with compacted solid waste, and the fourth step Is to raise the
dikes in preparation cf a second cycle. The mcdified trench concept is

illugtrated in Figure 13.
60. Step 1: Fill containment area. The first step, filling the

containment area with dredged material and decanting surface water,
serves to form the land base on which the sanitary landfill is to be
located. The material is placed to s depth that will provide adequate
separation between the solid waste and the groundwater table (see De-
tail B, Figure 14). Any coarse-grained material that becomes segregated
within the containment area should be removed and stockpiled for future
use to vent decomposition gases or drain leachate. If the needs for a

sanitary landfill are immediste, the area coculd be subdivided, so that

Lo



S S S S S
DIKE € DREDGED MATERIAL-; DIKE
S S

W= ///-/// =i HEI HIEHE =l /// T

[l =

L GROUNDWATER TABLE —7

STEF 1: Fill containment area with dredged material and
decant surface water.

/////

777 7777 /ll 7 Tt =TT TIT=TT T

\_ GROUNDWATER TABLE—"

STEP 2: Progressive Trenching - Excavate trenches for
gurface drainzge; deepen trenches as material
stabilizes.

DETAIL "B" l
SOLID WASTE

BT SO ATA AT A AATS

DIKE

d
T e T T .

™ GROUNDWATER TABLE —* ¥

STEP 3: Sanitary lLandfilling - Fill trenches with soliad
waste using dredged material excavated from
trenches as cover.

DIKE ' DIKE

DIKE ¢ / /
"/, ¢_DREDGED MATERIAL )

VE (/f-/// TN f/!"/!f f// /// e
% _ GROUNDWATER TABLE—# =
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Figure 13. Construction procedure for modified trench
method of sanitary landfilling (Details A and B are
shown in Figure 1L4)
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Step 2 could be started on part of the area while other parts are being
filled.

61. Step 2: Progressive trenching. Progressive trenching serves

two purpeoses: the trenches provide surface drainage so that the dredged
material can dry by evaporation, and the completed trenches can be
filled with compacted solid waste. Trenches are excavated from each
containment area outlet, extending across the entire area, and are
deepened incrementally as shown in Detail B of Figure 14. Trenching
equipment, trench sizes and locaticn, ete., have been desceribed in other

16,17 If the groundwater table is high, then

DMRP recearch reports.
trench excavation should be limited tc a depth that will result in ade-

quate separation of solid waste and groundwater. Prior te placing solid
waste 1n the trenches, liners, leachate draing, gas vents, ete., shculd

be constructed as necessgary.

62. Step 3: Sanitary landfilling. After the trenches have been

fully excavated, they are Tilled with solid waste. The waste should be
placed and compacted in thin layers to ensure that the maximum amount of
solid waste is placed in each trench. At the end of each day, the com-
pacted szolid waste is covered with the dredged material previcusly exca-
vated from the trench. When the trenches are filled, an intermediate
cover of dredged material is spread and compacted, and the site is
graded in preparation for the next 1ift of dredged material. If no
further dredged material is to be placed into the containment area, the
site can be used as a sanitary landfill using the area method of
operation.

63. Step 4: Preparation for next cycle. To create additional

dredged material storage capacity, the dikes are raised as the sanitary
landfilling nears completion. Using the dried dredged materisl exca-
vated from the trenches, the dikes are ralsed to a height that will be
adequate to confine the next lift of dredged material. Once the site
has been graded and the dikes have been raised, a new 1ift of dredged
material is placed and the cycle {Steps 1-3) is repeated. Cycles are
repeated until the capacity of the site is reached, or until it is no

longer needed.
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Scolid Waste Hill Construction

64. In an effort to increase the efficiency of sanitary landfills
in disposing of sclid waste, some cities have built hills of solid

waste.lB’lg’go

The amount of go0lid waste that can be disposed per unit
area of land increases with the vertical thickness of the sclid waste,
and hills constructed of many 1lifts of sclid waste permit the disposal
of more solid waste than do conventional sanitary landfills of low re-
lief. Unfortunately, the amcunt of cover material available within
economical haul distance of the site often restricts the number of lifts
and, therefore, efficiency. The avallability of large quantities of
dredged material suitable for use asg cover can greatly increase the
efficiency of a sanitary landfill, and an operation of this type is
described in the following paragraphs.

65. The concept described in the following paragraphs is s modifi-
cation of a project successfully completed by the city of Virginia Beach,

Virginia, and reported in EPA publicaticn SW—52d.19

Tand acquisition
difficulties and increasing property values in Virginia Beach hindered
the establishment of a critically needed new sanitary landfill, so the
city decided on the construction of g hill of solid waste at the exist-
ing sanitary landfill site. An ambitious plan was developed in which a
65-ft hill would be constructed using the area method of sanitary land-
filling; the completed 162-acre site would be converted tc a recreation
complex. The existing cells of covered solid waste were used as the
foundation for the hill, and solid waste disposal was never discontinued
in the conversion to hill construction.

66. The concept is presented to show how dredged material might be
used to create a large land area {(Figure 15) that could serve multiple
purposes (Figure 16). The first step is foundation development in which
the area is surrounded by a perimeter dike and divided intc several
sections by interior dikes. Sections are filled with dredged material
according to a sequence developed to take local conditions into consid-
eration. After one section is filled, it is allowed to stabilize suffi-

ciently for light recreation. Dikes in the interior are used as access

Ly
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15

Rendering of completed project

Figure 15,
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reoads for delivery and earth-moving wvehicles during construction of each
of three solid waste hills. After the solid waste hills are completed,
the entire site is landscaped for recreational use,

Foundation development

7. The foundation for such a concept could be a diked dredged
material contaimment area in which the two primary construction opera-
tions are retaimment dike construction and area filling sequence.

68. Dike ceonstruction. Two types of dikes are required during the

creaticon of land for this concept: a perimeter dike to enclose the en-
tire area and interior dikes to divide the area into sectionsg to facil-
itate phased construction. The perimeter dike is designed to contain
all dredged material for the life of the site, even after sanitary land-
filling is complete. The perimeter dike also serves to protect the site
from erosion possibly from current or wave action. Interiocr dikes are
placed to permit a flexible filling schedule. An additional function of
intericr dikes is to provide access routes within the area when the
dredged material 1is too goft to support men and vehicles. Dike crests
mugt, therefcre, be wide enough to provide two-way truck traffic. TFig-
ure 17 shows one possible interior dike arrangement. The sections shown
provide for easy access to the proposed location of the solid waste
hills and, therefore, a substantial portion of the recreation facilities
can be put into use as soon as possible.

69. Filling seguence. Any number of schemes could have been used

to subdivide the area. Similarly, many different filling seguences
could be used. The order of filling for this particular hypothetical
operation was based on the desire to establish a portion of the recrea-
tion area as soon as pessible. The recreation area should be planned

to include only very lightweight structures, as the dredged material may
take long periocds of time to develop sufficient strength to support sig-
nificant loads.

T0. While the dredged material in Section I is drying, the other
sections can be filled in the sequence given in Figure 17. Sections
need not be completely filled one at a time; thin lifts will actually
speed drying. Thin 1ifts could be tempered with the expediticus filling

b7



INTERIOR

PHASE |2 DIKING - Area 12 Jivided into several sections so that some parts may
be wsed for recreation or sandtary lamdfill while other sections sre heing Filled.
Hike crests may ultimately serve as trails and roadways.  Scctioning and Filling
sequence are detormmined by Yictors such as dredging schedule, specific featires
of slte nse, location of romds, reyuired stabilization time, etc.  Roman numerals
show o i11ing sequence That was based on road location and fmmediate need for
recreation avea. Other filling sequences may he more suitable, depending on
Tocal conditions.

INITIAL RECREATICN
— AREA

PHASE 1TT:  BEGINMING OF SANTTARY LANDFILLING - Most sections must he
litled prior to start of sanitary landfilliog. ction I is used for
recteation.  Section [T will include administration ind maintenance
facilities, as well as containment area for stering dredged material cover,
Sectign 1L is site of initial salid waste [SWY hill, with a second hill
T be constructed an Sectlon ¥, and the main hill in Sections 1T and [V,

A sccoml contalunent area will be vequired in Sections IV or V to provide
vover fior main Mill in Sections 17 and V. The interier dike surrowding
Seetion U pravides an aceess Toute for hills in Sections [II, 1V, and V.

Figure 17.

PHASE T1: LAND CRIATION AND INTTTAL BECREAT LN ARFA As soom as the
dredged meterial in Sceclon T has stabilized sufTiciently, part of the
recreation area can be constructed while other sections are being filled.
Planting of tTees aml ofher landscaping will separate recreation ares from
further dredging and sanitary landfilling operafions.

PHASE TY:  COMD? (% OF SANITARY LANTIE(LL To constiuet the third and
Final hill, the contaimment arca in Section B nost be vemoved. A new
contaimment area is then constructed in Section 1Y aml/or ¥V, as dictated
by area requirements and (ield conditbons.  After complotion of hill 23,
the vontaimment area is removed; amd recteation facilities aml Landscaping
are conpleted, dneluding construction of bedch,

Four-phase construction sequence for hill

construction using sclid waste and dredged material
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of Bection I so it can be used at the easrliest time,

TL. As soon as Section I is filled and a crust capable of support-
ing men has formed, the area should be landscaped. Of great importance
is the planting of trees and other vegetation. 1In addition to its value
as a screen to the dredging and sanitary landfilling operations, vegeta-—
tion will help dewater the dredged material. As shown in Figure 17, the
recreation area in Secticn I can be developed while dredging continues
and the other sections are filled.

Hill construction procedure

72. Censtruction of the solid waste hill (Section III) can begin
when (a) the base has stabilized enough to support delivery vehicles and
compaction equipment, (b} the groundwater table within the section is
permanently below any solid waste disposal area, and (c) sufficient
dried dredged material has been stockpiled for use az cover. When these
preliminary requirements are met, the area method can be used to con-
struct the hill (Figure 18). When the first hill is complete and Sec-
tion V has been prepared, the second hill is constructed followed by the
third. The hill construction seguence is shown in Figure 17.

T3. TFoundation preparation. Before a solid waste hill can be con-

structed, the dredged material land base must be capable of supporting
the loads associated with the sanitary landfilling cperation. This
includes the ability to support vehicles and the incremental increase
in the weight of the solid waste. The report of the Virginia Beach
project stated that the foundation soils were capsble of densifying at
a rate greater than the slow-loading rate characteristic of sanitary
landfilling. This must be evaluated on a site-by-site basis for the
dredged material to be used.

T4. Due to the high water content of dredged material placed in
containment areas, the rate of lcoad application due to hill construction
must be carefuliy compared with the rate at which the dredged material
will consolidate. The formation of excessive pore pressures must be
prevented. If load is applied too quickly, a mud wave of dredged mate-
rial may be caused; the displacement of dredged material, possible dike

failure, and inundation of the solid waste are among the catastrophic
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Figure 18. Sclid waste hill construction detailsl9
results possible. As long as drainage in the dredged material layer is
provided and the rate of surface lecading is carefully controlled, no
difficuities should be encountered., An additional safety factor results
if the surface of the dredged material is well above the water table
and if the water table of the dredged material coincides with the exter-
nal permanent water table.

5. Additional preparation of the foundation may be reguired at

some sites to contrcl leachate. If the water table in the dredged
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material is near the surface and any part cof the foundation is fairly
pervicus, a liner of compacted clay dredged material may be required.
If the production of leachate is considered to be a problem, whether a
liner is conztructed or not, a leachate drainage planket of clean sand
or gravel thick enough to collect and drain the leachate should be con-
structed priocr to hill construction. The materials for both the clay
layer and the drainage blanket may be available from Section IT.

76. Cover material. Daily deposits of solid waste must be covered

by dredged material near optimum moisture content. A contaimment area
constructed in Section II is used to store and dry the dredged material
te be used for cover. Drying the dredged material may be accomplished
in a number of ways that are listed in Appendix B; the actual method
will be site gpecific. For purposes of this repcrt, however, the
dredged material is assumed suitable for drying by the following crust
management technique.

T77. As & material dries in the containment area, a crust forms on
the surface (Figure 19). As the crust forms, it is removed and stock-
pilled outside the containment area. The wet dredged material exposed
by the crust removal is then allowed to dry, forming another crust. As
layers of crust are formed, they are removed and stockpiled, until the
containment area has been emptied. Research into the rate of crust for-
mation is currently being conducted under the DMRP, and the information
from this work will be useful in designing the containment area so that
enough dredged material wiil be dried in time to allow uninterrupted
solid waste disposal.

78. Construction procedure. The hill construction procedure for

a project of this nature is similar to any other project using the area
method but differs in some ways due to the characteristics of dredged
material. In order to sustain an uninterrupted solid waste disgposal
operation, two things are especially important. First, there must
always be a gufficient amount of dried dredged material tc cover the
golid wagste; second, access to and from the so0lid waste hills must
always be provided. Providing enough dredged material requires careful

coordination of the dredging schedule, contaimment area design, and
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dredged material drying schedule. A lack of cover may cause health prob-
lems and possible operation shutdown because the solid waste must be cov-
ered every day. Access to and from the solid waste hills is especially
difficult on a dredged material land base because recently placed depos-
its may be too soft to support vehicular traffic. This restricts all
traffic to travel on the dikes.

79. The locations of the two dredged material containment areas
for storing and drying cover are shown in Figure 20. The area in Sec-
tion IT is used for ceover for hills 1 and 2 and was located in Section IT
because that section will be sgtabilized before Section IV or V and will
be the site of the last hill. Daily cover for the third hill will be
stored in the containment area shown in Sectionsg IV and V. This area
will also be used to stere the final cover. Access to the hills is
provided by the interior dikes as shown in Figure 2C. The interior dike
separating Sectiong IT and IV will regquire removal if differential set-
tlement in hill 3 is anticipated. If settlement in the dike due to the

y—— DREDGE
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DIKE

INTERIOR
DIKES

CONTAINMENT
AREA FOR
DREDGED
MATERIAL
COVER

DIKE TO BE
REMOVED
BEFORE
CONSTRUCTING
S/W HILL # 3

Figure 20. Operational aspects of solid waste hill construction
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load caused by hill 3 is going to be substantially different from the
settlement in the dredged material, then the dike must be removed and
replaced with material similar to the dredged material.

80. Environmental considerations. TFactors related to the environ-

ment must be considered, including leachate and gas contrel, aestheties,
and the effluent forced from the dredged material land base as it consol-
idates. If leachate is produced, it must be collected and treated. Col-
lecticon can be accomplished by a drainage blanket as previously de-
gcribed, but treatment will be site-specific. After the solid wasite
disposal operation is complete, the empity containment ares in Sec-
tions IV and V may be suitable for conversion to a leachate treatment
facility. 'The control of gas from a solid waste hill is no problem as
long as the gas is allowed to move laterally or upward, since it will
vent to the atmosphere in these directions. The entire dredging and
hill construction operation should be screened from the public by the
use of trees and shrubs. TIf contaminants are included in the water
squeezed from the dredged material as it congolidates, this water will
require treatment. DMRF research is currently investigating the release
of contaminants with dredged material effluent., Other environmental
Tactors pertinent to any sanitary landfill are also to be consgidered,

81. Options. There are meny variations of the project described
above, but three are especially noteworthy. If composting becomes an
established solid waste management technique in the U. 8., then compost-
ing at a project of this type should be included. The technigue should
be included because composting of the organic solid waste would reduce
the volume of the wasie and extend the 1life of the szite and because the
compost could also be uged ag final cover, elither by itself or mixed
with dredged material as suggested in Part II. Another option that
would extend site 1life would be the use of a modified trench method
(as described previously in this part) to form the foundation for the
golid waste hills. Finally, the entire project could be constructed asg
an island with accesg by bridge or causeway.

2. DBenefits. If a project such as this could be successfully

accomplished, benefitsg would be realized by the Corps of Engineers and
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by the local community. The Corps would berefit by being provided with
a contalnment ares that might be near a dredging site, and the local
community would benefit from use of the dredged material as cover and
landbase and from the recreaticnal facility creation at the completion
of the project. Actual benefits will be site specific and will depend
on factors including project size, distance to dredging site, cost of
dredged material to community, ete. Due to the negative attitude of
many toward dredged material and solid waste dispcsal, public opposition
to a project of this nature is to be expected. Public acceptance may be
hastened by showing that a tangible benefit (the recreation area) to the
community will be produced as soon ag possible. The recreation area can
be landscaped with trees and shrubbery to screen both the ongoing dredg-
ing operation and the ganitary landfill hill construction from public

view.

Slurry Injection

83. As a completed sanitary landfill ages, decompesition of solid
waste results in the formation of void spaces in the cells. The decom-
position may also result in internal fires due to spontaneous combustion
of methane. Such fires cause even greater and more rapid void formation
as the solid waste is burned. In a letter addressed to Green Associates
and published in the report by Reikenis et al.,ll the executive director
of the Hackensack Meadowlands Development Commission suggested:

...the possible use of hydraulic fill ag a landfill
fire preventive technique. Pumping hydraulic fill
into an existing inactive landfill site may serve
the purpose of filling internal voids, which may at
times become the origin of underground combustion.

84. In a subsegquent discussion with EPA personnel,* the following
concept of slurry injection was suggested. A pipe is inserted into an

inactive sanitary landfill, penetrating to the bottom 1ift of solid

¥ Personal communication, Norbert Schomaker, EPA National Environmental
Research Center, Cincinnati, Ohio, 24 Feb 1976.
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waste cells, and a slurry of dredged material and water is pumped through
the pipe into the solid waste. The slurry is pumped at the highest sol-
ids content practical., As the volds are f1lled, the pipe is raised,
filiing the voids In the successive cells until g11 cells penetrated by
the pipe have been filled. When one vertical cclumn of cells has been
filled, the pipe is completely withdrawn and reinsgerted to £ill another
column of cells; the procedure is repeated until all landfill voids have
been filled with siurry.

85. Options for this concept include the location of the dredged
material containment area, the method of delivery of slurry to the in-
jection pipe, and the number of injection pipes used. Due to the inter-
mittent demand for dredged material and the need for relatively low
flows of slurry {(as compared with the production rate of a dredge), a
rehandling containment area is required bhetween the dredge and the
sanitary landfill. This containment aresa can be located near the dredg-
ing operaticn, with subsequent rehandling and transpertation of dredged
material to the sganitary landfill. Alternatively, the containment area
may be located at a lccation mutually convenient to several inactive
sanitary landfills and tc the dredging cperation.

86. Transportation of dredged material to the sanitary landfill
from the containment area may be accomplished by means of a tank truck
equipped with a pumpout system or by a small dredge such as the Mud Cat¥
operating in the containment area. Use of the tank truck regquires only
one injection pipe at a time, with the pipe diameter, pump capacity,
etc., to be determined on a site-by-site basis. The use of a small
dredge will require the use of several injection pipes to divide the
flow. While gome preszsure may be required to break through thin walls
of sclid waste to ensure that the filling of all veids is accomplished,
excesgive pressure may threaten the structural integrity of the sanitary
landfill., The use of a small dredge pumping to several injection pipes
is illustrated in Figure Z21.

87. Limited application of this concept is anticipated due to

¥ Trade name, National Car Rental System, Inc.
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geveral factors. The introduction of a large volume of water into a-
sanitary landfill will certainly cause the production of leachate, which
must he collected and treated. In additicn, insertion cof a pipe into a
solid waste cell does not necessarily mean that the pipe will be in-
gserted into a void. Hydraulic pressure may force the siurry to punch
through thin walls of solid waste, but this is not necessarily so. The
relatively small volume of dredged material used in this manner is not
much of an incentive for the Corps of Engineers to coordinate in such &
venture, s¢ the acguisition and transportation of dredged material from
larger containment areas will probably be the responsibility of the user.
Finally, the insertion of an injection pipe, the subseguent raising of
the pipe, the pumping of the dredged material, etc., may prove overly
expensive.

88. The benefits of such an operation may be worth the expense
under some conditions, however. Smoke from underground fires in old
sanitary landfills has caused traffic accidents by reducing visibility.
The nuisance and health hazards presented by smoldering underground
fires can be very troublesome, and prompt abatement is most desirable.
The injection of water may extinguish the fire, but presents the same
problems with leachate that the injection of dredged slurry would cause.
In addition, water does nothing to £ill the voilds, which may cause sub-
sidence problems. The injection of slurry would contribute some solid
material to help fill the voids, and if equipment and dredged material

are available, the operation may be econonically feasible.
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PART IV: CONCLUSIONS AND RECOMMENDATIONS

Conclusions

89. Dredged material that has been dried to the point that it has
a water content comparable to that of gimilar natural soil generally has
the physical and engineering properties required to be suitable for sev-
eral uses in & sanitary landfill. Construction of cover, liners, and
gag barriers ig technically feasible, based on a comparison of the prop-
erties of suitable natural scils with the properties of dewatered
dredged material.

90. The use of dredged material in slurry or semisclid forms is not
feasible in a conventional sanitary landfilling operation. However, the
usge of dredged material as a slurry injected intc existing sanitary land-
fills te fill veoids and also to control underground fires appears fea-
gible but limited in application. The use of semisclid dredged material
t0o cover entire lifts of shredded solid waste (which does not require
daily cover in many cases) is feasible when trafficability in the area
is not immediately necessary.

91. Since coarge-grained dredged material (sand and gravel) is
free-draining and does not require dewatering, such material is ready
for use as it exists in the containment area. This coarse-grained
dredged material can be used to construct drainage blankets for collect-
ing leachate and can be used to vent decomposition gases to the
atmosphere.

92. The area method of sanitary landfilling is the most adaptable
to the use of dredged material as cover, although the trench method is
applicable when proper planning, design, construction, and operation are
undertaken. In such cases a filled containment area could serve as a
sanitary landfill,

93. No procedure for quantitatively evaluating the ability of a
material to meet the functional requirements of the uses of dredged
material cited herein has been established by the field of golid waste

management although gualitative guidelines are available. These
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guidelines are so nonspecific that nearly any type of dewatered dredged
material could be used in some way at a sanitary landfill.

ob. If composting becomes a more widely used solid waste manage-
ment operation in the U. 3., then dredged material may be used to cover
compost landfills or as an admixture to improve the physical properties.
Until such time, no compost-related uses are anticipated.

95, Careful planning and closgse coordination are required to ensure
the success of any venture involving the use of dredged material in
so0lid waste management. Such ccordinated effort has resulted in ben-
efits for both the solid waste managers and the Corps of Engineers in

the Detrolt and Philadelphia Districts.

Recommendations

96. Corps of Pnpgineers Districts should make all practical efforts
to dewater at least portions of the dredged material in containment
areas and should make the dewatered material readily available to solid
waste management authorities and other potential users.

97. The use of inactive dredged material containment areas as
sanitary landfills should be considered by solid waste management author-
ities in order to find use for otherwise wasted land.

98, Field studies should be conducted for some of the uses for
dredged material in solid waste management cited herein, Studies of
the modified trench method described for using a filled containment area
for a sanitary landfill and the use cof semisolid dredged material to
cover a 1ift of shredded solid waste should receive priority as they
represent untested concepts for using significant quantities of dresdged

material.

60



10.

11.

12.

REFERENCES

Bartos, M. J., Jr., "Classification and Engineering Properties of
Dredged Material" (in preparation), U. S. Army Engineer Waterways
Experiment Station, CE, Vicksburg, Miss.

Barnes, A. M. and Black, R. J., "Effect of Earth Cover on Fly
Emergence from Sanitary Landfills," Public Works, Vol 89, No. 2,
Feb 1958, pp 91-9L.

Brunner, D. R. and Keller, D. J., "Sanitary Landfill Design and
Operation," EPA-SW-65ts, 1972, Environmental Protection Agency,
Rockville, Md.

U. 8. Army Fngineer Waterways Experiment Station, CE, "The Unified
Seil Clagsification System,"” Technical Memorandum No. 3-357, Apr
1660, Vicksbhurg, Miss.

Pavoni, J. L. et al., Handbook of Sclid Waste Disposal: Materials
and Frnergy Recovery, Van Nostrand, New York, 1i975.

Colonna, K. A. and Mclaren, (., "Decision-Makers Cuide in Soiid
Waste Management," EPA-SW-127, 1974, Environmental Protection
Agency, Washington, D. C.

Rogers, H. 8. and Hitte, 5. J., "Solid Waste Shredders and Shredder
Selection,” BPA/530/SW-1L0, Mar 1975, Envirormental Protection
Agency, Washington, D. C.

"An Overview of the Land Disposal Problem,"

Jan 1975.

Waste Age, Vol 6, Wo. 1,

Geswin, A. J., "Liners for Land Disposal Sites, an Assessment,"
EPA/530/8W-137, Mar 1975, Envirommental Protection Agency, Wash-
ington, D. C.

Murphy, W. L. and Zeigler, T. W., "Practices and Problems in the
Confinement of Dredged Material in Corps of Engineers Projects,”
Technical Report D-TL4-2, May 1974, U. S. Army Engineer Waterways
Experiment Station, CE, Vicksburg, Miss.

Reikenis, R., Elias, V., and Drabkowski, E. F., "Regional Landfill
and Construction Material Needs in Terms of Dredged Material Char-
acteristics and Availaebility,” Contract Report D-Th-2, May 1974,
U. 3. Army Engineer Waterways Experiment Station, CE, Vicksburg,
Miss.; prepared by Green Associates, Inc., under contract No.
DACW39-T3-C-0141.

Wakeford, R. C. and MacDonald, D., "Legal, Policy, and Institu-
tional Constraints Associated with Dredged Material Marketing and
Land Enhancement,”" Contract Report D-TL-7, Dec 1974, U, S. Army
Engineer Waterways Bxperiment Station, CE, Vicksburg, Miss.; pre-
bared by American Technical Assistance Corporation under Contract
No. DACW39-73-C-0138.

€1



13.

1k,

15.

16.

17.

18,

14.

20.

2l.

22.

23.

2kh.

25.

26.

27.

Seidel, R. L. and Duffield, J. F., "County Undertakes Study of
Milled Refuse Landfill," Public Works, Vol 107, No. 3, Mar 1976,
pp 62-6L4.

Duane, F., "Golf Courses from Garbage," American City, Vol 87,
No. 7, dJul 1972, pp 58, €0.

American Public Works Asscciation, Municipal Refuse Disposal,
Public Administration Service, Chicage T11., 1970.

Palermo, M. R., "Effects of Progressive Trenching on Dewatering

and Densification of Fine-Grained Dredged Materizl'" (in preparaticn),

U. 5. Army Engineer Waterways Experiment Station, CE, Vicksbhburg,
Miss,

Brown, K. W. and Thompson, L. D., "Feasibility Study of General
Crust Management as a Technicue for Increasing Capacity of Dredged
Material Containment Areas," Draft Report, U. S. Army Engineer
Waterways Experiment Station, CE, Vicksburg, Miss.

Carlscn, T. R., "Mount Trasklmcre Rises from an 0ld Clay Pit,"
American City, Jul 1967.

Beck, W. M., Jdr., "Building an Amphitheater and Coasting Ramp of
Municipal Solid Waste," EPA/S530/8W~523~0F, 1973, Virginia Beach,
Va.

"Long Island Town Builds with Refuse," Public Works, Vol 105,
No. 9, Sep 1974, pp 104-105.

Palermo, M. R. and Montgomery, R. L., "A New Concept for Dredged
Material Disposal," Miscellanecus Paper D-76-15, Feb 1976, U, S.
Army Engineer Waterways Experiment Station, CE, Vicksburg, Miss.

Gotaas, H. B., Composting, World Health Organization Monograph
Series No. 31, 1956.

Wolf, K. W. and Sosnovsky, C. H., "High~-Pressure Compaction and
Baling of Solid Waste," EPA-3W-32D, 1672, Environmental Protection
Agency, Washington, D. C.

Pohland, F. G., "Sanitary Landfill Stabilization with Leachate
Recycle and Residual Treatment," EPA/600/2-75/043, Oct 1975,
Georgila Institute of Technology, Atlanta, Ga.

Boyd, M. B. et al., "Disposal of Dredge Spoil; Problem Identifi-
cation and Assessment and Research Program Develoovment," Technical
Report H-72-8, Nov 1972, U. S. Army FEngineer Waterways Experiment
Station, CE, Vicksburg, Miss.

Huston, J., Hydraulic Dredging: Theoretical and Applied, Cornell,
Cambridge, Md., 1970.

Mann, R. et al., "Landscape Concept Development for Confined
Dredged Material Sites,” Contract Report D-75-5, Dec 1675, U. S.
Army Engineer Waterways Experiment Staticn, CE, Vicksburg, Miss.

62



28.

29.

Krizek, R. J. and Salem, A. M., "Behavior of Dredged Materials in
Diked Containment Areas,” Technical Report No. 5, Sep 1974, North-
western University, Evanston, T11.

U. S. Army Engineer District, Philadelphia, CE, "Long Range Dis-
posal Study, Part IT, Substudy 1, Short Range Sclution,'" Jun 1969,
Philadelphia, Pa.

63



APPENDIX A: ©SOLID WASTE MANAGEMENT

1. The main text of this report points out the need for cooperation
among agencies responsible for solld waste management and those respon-
sible for dredged material disposal; effective cooperaticn will bhe facil-
ltated when esach agency is familiar with the operations of the other
agencies. This appendix presents a briefl discussion of current solid
waste operations and processes to familiarize the reader with solid
waste management.

2. Most sclid waste 1s ultimately dispesed on land in a landfill;
the best land disposal operation currently used 1z sanitery landfilling,
in which solid waste is covered with soll at the end of each day's oper-
ation. Other solid waste management technigques, such as composting and
incineration, are also in use; but these are not ultimate disposal meth-
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posting and sanitary landfilling, the two methods cited in the main text,

are discugsed in this appendix.

Compeosting

3. Compesting is the bicdegradation of the organic fraction of
solid waste material; the end product is a humus-like substance that is
used primarily for soil conditioning.5* There are five fundamental steps
in compogting: preparation, digestion, curing, finishing, and storage
or dlsposal; each is described below.

Preparation

L, Preparation for composting may consist of several different
operations including sorting/separation, chredding, addition of nitrogen,
and water content adjustment. Sorting and separation are required to

remove noncompostable Items and items that could damage the shredding

equipment. Material separated from the compost stream is further sorted,

¥ Raised numbers refer to similarly numbered items in the References
at the end of the main text.

Al



with salvageable items recycled and other items transported to a san-
itary landfill.

5. Shredding of refuse prior to composting produces several differ-
ent beneficial results. Shredding increases the surface area of the
solid waste, which makes it more susceptible to aerobic decomposition.
The increased homogenelity of shredded waste makes it easier to handle,
more attractive, and more responsive to moisture control. Shredded
waste heats more uniformly, resists rainfall better, and 1s easier to
aerate than unshredded solid waste. Bhredding may involve the entire
volume of shreddable sclid waste or may be limited to the compostable
portion. If noncompostables are to be landfilled, shredding may be an
initial step in material recovery and landfilling, in which case all
shreddable s0lid waste would ke shredded prior to sorting. Otherwise,
sorting should be accomplished hefore shredding so that only the com-
postable fraction would be shredded.

6. An important factor in composting is the carbon-nitrogen (C:N)
ratio. This factor affects not cnly the rate of decomposition, but also
the value of the compost as a soil conditioner. Resgearch at the Univer-
gity of California22 has shown that the decomposition rate of compost is
optimal with a C:N ratio between 30 and 35. Generally the rate of decom-
position ig inversely proportional to the C:N ratic, and the decomposi-
tion rate will decrease considerably when the C:N ratio is greater than
40. Also, if compost is to be used to condition scil, the C:N ratio
should not be greater than 20, If the C:N ratic is teco large, the ni-
trogen in the soil could be drawn upon by the microorganisms in the
compost, and this would cause a delay in the availabhility of nitrogen
as a nutrient to support plant life. The adjustment of nitrogen content,
if required, is often achieved by the addition of nitrogen-rich sludge
from wastewater treatment plants.

7. The satisfactory range of water content is 40 to 60 percent by
wel weight.22 Moisture conditionsg drier than this range deprive micro-
organisms of water needed to maintain their metabolism; while too much
water may reduce the amount of interstitial air available and give rise

to anaerobic conditions. Generally speaking, above the minimum of
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L0 percent, increased water content requires increased aeration to pre-
vent formation of anaercbic conditions. Molsture content may be in-
creased by spraying water on material during turning or by using waste-
water sludge in conjunction with nitrogen adjustment.

Digestion

8. Digestion or decomposition may occur under either aerobic or
anaerobic conditions. Anaercobic decomposition may require as long as
€ tc 8 months; windrowed aerobic decompositicn requires only b4 to 6
weeks; and enclosed aercbic decomposition requires only a matter of days.
Due to the long time period regquired for anaercbic decompositicn, most
compost plants operate under aerobic conditions. Aerobic plants are
either windrow operations cor mechanical operations.

9, In windrowed composting, shredded and wmoistened solid waste
with a satisfactory C:N ratio is placed outdoors in windrows. The wind-
rows are turned once or twice every week to ensure satisfactory asration
and mixing. Turning may ve accomplished by machinery that picks up the
material and places 1t back on the ground. Other special equipment
straddles the windrow and uses a drum with teeth to turn the solid waste
in place.

10, Windrow composting has several disadvantages that 1limit its
application. Molsture control is difficult because outdcor operations
are subject toc rainfall. Due to the lengthy digestion pericd (4 to 6
weeks), a storage area sufficient to accommodate the solid waste for
gseveral months is required. For example, the storage of waste from a

>

city of 20,000 would require 55-60 acres of land. Control of odors
emanating from the digesting compost is difficult due to the outdoor
location, and the windrows may be attractive to vectors, especially
flies and birds. Due to these limitations, windrow composting is well
gulted only to small cities in warm, dry climates; as a result, most
composting plants in the U. 5. have mechanical digesters.

11. Mechanical composters offer geveral advantages over windrow
composting because the decomposition tekes place in an encloged,

caontrolled-environment digester. In an enclosed digester, forced or

natural air maintains the oxygen level required by aerobic
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microorganisms decomposing the solid waste. Turning is acccmplished
intermittently by special equipment or constantly by mixers or rotating
digesters. Mechanical digestion takes only 3 to 10 days.
Curing

12. The process of curing is the zame as digestion but proceeds at
a much gslower rate. After digestion is finished, the compost is moved
to an enclesed curing shed for about 2 weeks, during which time the
product is allowed to stabilize.
Finishing

13. Finishing is an optional step in a composting operation, TIf
compost is to be landfilled or used in other bulk applications, finish-
ing is not required. However, if appearance is important or if migcel-
lanecus debris (bits of plastic, glass, etc.) are objecticnable, then
finishing is required. Finishing operaticnsg include grinding and screen-
ing to remove debris and to provide a uniform appearance. Adjustment of
water content may also be reguired to ensure that the compost does not
include more than 30 percent water by wel weight.
storage

1k, Compost has not met with much success in the U. S., due mainly
to the lack of markets for the product. When a market doeg exist, it is
generally seasonal with peak demands in the spring and fall. Due to the
seasonal nature of the market, storage should be provided for at least
6 months production. For a plant processing 300 tons per day, 13 acres
are required for storage. If curing is to be accomplished in the stor-
age area, the shallower windrows recuired make it necessary to provide

g larger area.

Sanitary Landfilliing

15. Approximately 90 percent of the sclid waste generated in the
U. 5. 1s ultimately disposed on land. This includes incinerator residue,
composted solid waste, and wastewater treatment plant sludge. A recent
survey revealed that there are more then 18,500 known land disposal

sites in the U. 3. (Table Al).8 Land disposal sites have historically
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Table Al

Survey of U. 5. THsposal Practices*

2]

Humber of Sites {6)
Presently Are Sites
Permitted or () Which do (7 (4]
Otherwise Rec- Number of {5y Shredding Number of (8) Number of
ognized as in (3 Known Number of Allcwed to Bites Using MNumber af Sites with
Compliance Humber of Land Iandfills Landfill Baling 5ites with  Leachate
{1} with State Authorized Disnosal Using Without Before Impermeable Treatment
. [oecation Regulations Tandfills Sites Shredding Daily Cover? Landfilling Linings Facilities
Reglion 1
Connacticut 6 b 14, 1 o 0 o o]
Maine 0 a 367 O Yos 0 {] 0
Messachusebts 96 o 3ol 1 Nes 1 0 o)
New Hampshire he 138 180 ol Would consider o] O o]
Rhode Island 7 o] 38 o o Q 0 o]
Vermont 20 55 =15} o Yo 0 1 0
Region 7
Delaware 39 0 150% 1 No 1 8] 1
New Jersey 138 138 307 o] Would consider q i 1
New York Lok 376+ Bon+ 2 Would consider o} 3 Q
Region 3
Maryland 32 &7 91 [») Yes Q 8] 2
Pennsylvania 1749 o 379 0 Would consider o & &
Virginia 173 173 168 o Yes o] 1 1
West Virginia Lz 24 300+ [s] Yes o 0 9
Region 4
Alabams 111 23 143 0 o o} 0 1
Florida 35 179 500 1 Yes ¢} 9] 6
Georgis 1560 125 625 2 Yes 2 s} a
Kentucky 147 Unknown 47 o] No O 0 "
Mississippi sh 0 ath o] Mo o} o] Q
Horth Carolina 156 Unknown 162 1 Would consider o 0 o
South Carolina 176 100 a6 3 Yes 0 5} ¢l
Tennessee 102 10 240 0 No 2 a 2
Region 5
Illinois 225 Q Lok 0 Yos o] 1 [¢]
Indiana 110 110 151 8] No [¢] 0 4]
Michiman 21k 165 a6 ol Would consider o] 3 3
Ohio 260 10 290 1 Yes 0 0 2
Minnesota 111 20 £00 o o ] 2 1
Wisconsin 1200 Unknown 1,314 2 Yes 0 s} 2
Region &
Arkansas L7 Unknown bso+ o] Would consider 9] o 1
Loulsiana 61 0 387 0 Yes 8] 1 0
New Mexico 50 Loo 1,000 o] Yus 0 o} o]
Texas 236 110 1,525% 3 Yes 1 2 12
Oklshama, 111 243 507 o Juga 0 0 o
Region ¥
Jowa Ho repilation 36 500 0 Would consider 9] 4] ]
Kanses i) 120 300 [ Yes o 0 o
Miss=ouri L 85 390 o) Would consider 8] Qa 3
Webraska 53 70 hoo o] No o] o] s}
Region 8
Colorade 125 255 255+ 2 Yes O 4] o
Montans 70 Unknown 51k 1 Yes O 3] s}
Utah 3 [ 22 0 No 0 0 2]
Wyoming Does not apply Does not apply 80: 0 Ko o3 Unknown a
North Dakota Does not apply Does not apply L1z o] Yes [ a ]
South Dakota 16 16- 369 o] Yes O ol
Replon ¢
Arizona 70 0 160 o] o ] o] 9]
California 107 195 US| o] Would consider O 8] [}
Hawaii o} 2l Lo 0 o i) o] a
Novada 17 163 120 0 N 4] Q Q
Region 10
Alaska L2 o 200 0 Yes 8] 0 1
Idaho 30 a0 190 0 HNo o Q a
Oregon 180 133 241 0 Would consider ] 0 0
Weshington 30 L3 397 2 o o) D 3
Grand Totals 5596 3792 18,539 23 7 21 61

Hote: Column 2@ Where states did net roport any numbers, the sanitery landfill permitting program had nol been established
by the date of the survey,

Column 3: This question was interpreted to mean those sites which, because of the serviece performed, should be Iin com-
pliance with state regulations. Tt was also used to include modified sanitsry landfills, a classification which could
not be reported in column 1. These sites do not include the permitted fills identified in column 1.

Column l4: This question includes all sltes the state wished to report as a total; including dumps, sanitary landfills,
and other land disposal classifications. Flemse note where this number was not provided by the state's representative,
the WASTE AGE editors have provided an estimate, as noted by asterisk.

Column &: This question referred specifieally to the use of shredding equipment with respect to landfilling, not waste
control facilities in general.

Column 8: The regponses include artificial lining, asphalt, concrete, rubber, plastic, etc., as opposed to recompacted
on~site soils.

Colunn 9: The interviewers tried to limit "treatment fucilities" to those having sctual process equipment. Some re-
spondees may have included lagoons and temporary busins.

Reprinted with permission from Three Sons Publishing Co. from "An Overview of the Land Disposal Problem.
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been open dumps where unprocessed solid waste was placed on land and
allowed to decompose. Burning was often practiced to reduce the volume
of the refuse and thereby extend the life of the dump. Today many states
have banned open dumping and burning because of the attendant problems
of health and environmental pollution and now digpese of solid waste in
gsanitary landfills.

16, Sanitzry landfilling is an engineered method for the land dis-
posal of solid waste. In & sanitary landfill cperation, solid waste is
spread on the ground and compacted to the maximum density practical. At
the end of each working day, all solid waste delivered tc the site during
the day is covered with compacted soil. This constitutes a solid waste
cell. A sanitary landfill consists of one or more 1lifts of solid waste
cells. I two or more lifts are placed, each 1ift is covered by an
intermediate cover. All completed sanitary landfills are covered with a
thick final layer of soil. Figure Al shows the cross sectlion of a two-

1lift sanitary landfill.

Final cover

Lift height

¥

cover .

”;apfh“._
Original ground
Figure Al. Cell Construction3

17. While all sanitary landfill cperations employ cell construc-—
tion, there are different operaticnal procedures, Variation of each
operation is also possible by preceding cell congtruction with shredding
or baling. BSanitary landfills also differ in the way they control the
products of sclid waste decompogition. The three basic operaticnal
procedures are described below, followed by explanations of the sanitary
landfilling of baled or shredded sclid waste. The section is completed

with a discussion of the control of decomposition products.

26



Operational procedures

18. The three basic types of operations used in sanitary landfill-
ing are the area, trench, snd ramp methods, Figure A2. The trench and
ramp methods are used when sufficient cover material can be excavated au
the site; the area method is used when borrow material must be imported
for use as cover.

19, Area method. In the area method, solid waste is spread on the

ground in thin layers and compacted. EPA suggests 10 ft as the maximum
thickness for a layer of golid waste.3 Soil is imported to the sanitary
landfill and used to cover the compacted solid waste. The area method
is used when the terrain is rough and irregular, where the groundwater
table is at or near the surface, or where the native goil is not suit-
able for use as cover.

20. ‘Trench method. The first step in the trench method is to

excavate a long narrow trench to the maximum depth planned for the san-
itary landfill. The soll excavated from the trench is stockpiled at a
convenient nearby location. Sclid waste ig placed in the trench and
compacted daily. Solid waste deposits are covered daily with the stock-
piled soil to form a cell. Each 1ift is in turn covered by a thicker
intermediate layer. After cne trench is filled, another is excavated;
this process ig repeated until the site is completed. If there is an
excegs of scll after the trenches are filled, the site may be converted
to the area method. The trench method is most sultable for sites where
the terrain ig fairly regular, sufficient cover soil is available, and
the water table is fairly far below the surface.

21. Ramp method. The ramp method combines features of both the

area and the trench methods. As in the case of the trench method, mate-
risgl is excavated and stockpiled. As seen in Figure AZ, however, the
excavation is relatively shallow, Refuse is deposited against an exist-
ing earth slope, compacted, and covered with stockpiled scil. This
process ig repeated at the newly created slcope of the cell. In this way
the slope progresses acrcoss the site until the site is covered by a 1ift

of s50lid waste. This is gimilar to the area method because most of the

AT
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Figure A2. Basic types of sanitary landfill operations



solid waste is placed above grade. This method is sulted to sites that
allow only a shallow excavation.

22. Combination of methods. The area, ramp, and trench methods

may be practiced in combination. For example, part of a site may have
good cover so0il while the remainder of the site does not. TIn this casge
the trench method would be used to the maximum extent possible with
cover soil hauled in to complete the operation using the area method.
Another variation involves using the trench methed until the trenches
are filled. Then the area method is employed to create g hill using
excess stockpiled cover material and/or imported cover msterial.

Sanitary landfiliing
of baled sclid waste

23. The use of baling as a preliminary step to a sanitary landfill
offers several advantages over the standard process of cn-site compac-
tion. Bales of highly compacted solid waste do not require on-site
compaction; the bales are simply stacked in a tight configuration and
covered. Baling can lead to more efficient utilization of land. Since
the density of baled sclid waste is between 1600 and 1900 1b/cu yd, as
compared with about 1000 1b/cu yd for solid waste compacted at the site,

2
60 to 90 percent more sclid waste could be disposed at a site. 3

Sanitary landfilling
of shredded solid waste

2, The shredding of sclid waste pricr to sanitary landfilling can
significantly increase the capacity of a site. Shredding increases the
homogeneity and reduces the vold spaces of solid waste, thus producing
a higher in-place density after compaction. In addition, under some
conditions shredded waste landfills do not require daily cover. Rats
and other rodents are unable to obtain adequate supplies of food from
shredded waste; fly larvae (maggots) are killed during the shredding
process; and shredded solid waste is trafficable and not subject to
blowing. Table Al shows that there are 23 landfills using shredding
located throughout the U, 8., and that 15 of these sites do not require
daeily cover. Table AZ shows a comparison of the sanitary landfilling

of unprocessed, baled, and shredded solid waste.
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Control of decomposition products

25. The decomposition of the solid waste placed in a gsanitary land-
fill results in the generation of heat, gases, and leachate. Generally,
both aerobic and anaerobic decomposition will occur in the upper layers
of a sanitary landfill; anaerobic decompesition will proceed very slowly
in deep layers. Heat is generated fairly rapidly, especially under
gerobic conditions, raising the ambient temperature, This rise in tem-
perature accelerates the rate of both aercbic and anaerobic decomposi-
ticn, increasing the production of decomposition gases and leachate.

26. Gas generation and control. The decomposition of solid waste

results in the production of gases. Aerobic decomposition will produce
carbon dioxide until the supply of oxygen 1s depleted. Since carbon
dioxide is heavier than air, it accumulates in the lowest levels of the
landfill, but some carbon dioxide may be dissolved in water to form car-
bonic acid. High concentrations of carbonic acid disscolved in water can
lead to groundwater contamination because many minerals are soluble in
its presence. After the depletion of oxygern, the alr entrapped within
the sanitary landfill consists almost entirely of nitrogen, which may
ccmbine with hydrogen to form ammonia and present an cder prcoblem.

27. Anaercbic decomposition results in the production of methane,
hydrogen sulfide, and small amounts of other gases, such as ethylene and
carbon monoxide, Methane may be a problem because it is explosive when
mixed with air in concentraticns between 5 and 15 percent. Methane
vented to the atmosphere presents no problem, but lateral migration and
venting intc the bagsements of buildings poses a safety hazard. Methane
is only slightly soluble in water and poses no threat to groundwater
guality. The production of hydrogen sulfide is small compared with that
of methane, but hydrogen sulfide may cause a severe odor problem and ig
toxic even in low concentrations.

28, When a sanitary landfill is covered by a layer of impermeable
soll, gases may move laterally in an attempt to vent to the atmosphere.
To prevent gas migration, proper ventiletion must be ensured. Gas vents
may be gravel layers placed between cells, as shown in Figure T of the

main text; gravel interceptor trenches at the perimeter of the landfill
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(Figure 8); or horizontal gravel blankets with perforszted collector
pipes vented through the impermeable layer toc the atmosphere (Figure 9).

29. Since gas iz able to move more easily through dry, permeable
soils than through impermeable soil saturated with water, an effective
gas barrier ceonsisting of a perimeter wall of wet clay may be used to
confine the gases within the sanitary landfili. B8uch a barrier may be
used in combination with a ventilation system. An impermeable liner
used to control leachate may also be a barrier to gas movement, pro-
vided the liner completely surrounds the landfill and extends to the
surface. Figures 5 and 6 of the main text show gas-barrier walls and
liners, respectively.

30. Leachate production and control. When most or all of a sani-

tary landfill becomes saturated with water, the addition of water will
produce seepage from the landfill, with water emerging at the surface
and/or into the surrounding soil. Water seeping or percolating through
a sanitary landfill leaches dissclved and suspended material from the
solid waste and carries this material out of the landfill. This con-
taminated water is termed leachate and i1s similar to strong industrial
wastewater., To avoid the contamination of surface water and groundwa-
ter, the production of leachate must be prevented. Alternatively, the
leachate may be prevented from entering groundwater and surface water.

31. The prevention of leachate is a matter of keeping water from
entering the landfill. Waier may be furnished to the landfill by three
meang: infiltration of rainfall, groundwater capillarity or seepage,
and moisture in the solid waste. Elimination of the moisture in solid
waste 1g impractical, sgo rainfall and groundwater must not be allowed
to enter the landfill if leachate is to be prevented.

32. The infiltration of surface water can be minimized by an im-
permeable soil layer placed over the solid waste. The amount of water
actually entering the cover can be kept low by ensuring surface
drainage. Water entering the soil cover can be removed by vegetation.

33. The prevention of the entrance of goundwater into a sanitary
landfill may require the construction of an impermeable liner prior to

cperating the sanitary landfill. The EFA has reported cn an
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investigation to assess liner materials for sanitary landfills.
report concludes that asphalt, polymeric membranes, treated soil, and
natural soil appear effective for lining sanitary landfills; but that
long-term information is recuired for & complete assessment.

34. The sealing of sanitary landfills may have some serious dis-
advantages, however. Water is regquired by microorganisms to decompose
the solid waste; if there is a water deficiency, the rate of decomposi-
tion and, therefore, stability will be retarded. In very wet climates
the prevention of leachate may be impractical due to the requirement
for large amounts of soil with which to construcet thick liners and
cover layers.

35. In most cases where leachate production may endanger water
supplies, collection of the leachate may be advantageous. Leachate
collection is accomplished by a drainage layer at the hase of the sani-
tary landfill. The dralinage layer is placed on top of a natural imper-
vious layer or on a liner as shown in Figure 10 of the main text. The
drainage layer generally consists of a blanket cof sand or gravel with
or without collector pipes. In any case, the leachate is drained to a
sump where it can be collected.

36. Traditionally, collected leachate has been transported to a
wastewater trestment plant for treatment. An innovation in solid waste
disposal is the recirculation of leachate. In this method, the col-
lected leachate is reintroduced at the surface of the landfill and
allowed to percolate through the sclid waste repeatedly until no further
leaching oceurs. The leachate is then transported for treatment. The
results of leachate circulation are an increase in decomposition rate
and a reduction in the volume of leachate to be treated. Research into
leachate recirculation has been published by EPA.EM The distribution
system for a sanitary landfill with leachate recirculation is shown

in Figure A3.
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APPENDIX B: DREDGED MATERTAL DISPOSAL

1. Maintenance of the navigable waterways of the U. 5. involves
dredging and disposing of sediment. The purpose of this appendix is to
provide a convenient reference to the fundamentals of dredged material
disposal and toc show the forms dredged material takes during each phase

from dredging to ultimate use. Hydraulic dredging, dredged material

Lredging

2. Dredges currently in use in the U. 8. can be classified as hy-
draulic, mechanical, cor pneumatic. Most Corps of Engineers (CE) main-
tenance dredging is currently performed using hydraulic dredges;gB* the
quantity of material dredged by mechanical or pneumatic systems is in-
gignificant for purposes of this study. Therefore, unless specifically
gtated otherwise, only hydraulic dredging is considered.

3. Hydraulic dredges (Figure B1l) are of two types: plpeline and
hopper dredges. Pipeline and hopper dredges are similar in that both
types excavate sediment from a channel bottom by means of & suction
pipeline. This hydraulic excavation causes the sediment to be mixed
with large quantities of water forming a slurry of between 10 and 20
percent solids by weight. With either type dredge, the dredged material
is transported to a contalnment area as slurry.

Y. Pipeline and hopper dredges differ in the way they advance dur-
ing the excavation and in the way they transporti the dredged slurry to
the containment area. Pipeline dredges advance very slowly using spuds
to move forward. The sediment is sucked up through the pipe and pumped
through a floating pipeline to the containment area. Hopper dredges are
self-propelled. BSediment is sucked up in the pipe and stored in hoppers

abcard the dredge. When the hoppers are full, the dredge must be

¥ Raised numbers refer to similarly numbered items in the References

at the end of the main text.
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emptied, either by pumpout cor by bettom dumping. Generally, hopper
dredges travel to the containment area to discharge a load of dredged
material. Sometimes, however, the material is pumped directly into a
barge, eliminating the nonproductive time spent by the hopper dredge
traveling between the dredging site and the containment area. Table Bl
summarizes hydraulic dredging:; detailed information on dredges and

26

dredging practices 1s glve in Huston's Hydraulic Dredging.

Containment

5. Approximately 67.1 million cu yd or 22.5 percent of the mate-
rial dredged annually during CE maintenance operaticns 1s placed in con-
tainment areas.26 Earth dikes, bulkhead structures, and natursl terrain
are uged singly or in combination to form areas into which dredged
slurry is pumpad. There are several functions served by a containment
area, two of which are pertinent to this study. A containment aresa
should act as a settling basin in which some of the transport water is
separated from the dredged material sgolids and removed from the area,
the containment area should retain the settled solids.

6. During a typical confined disposal cperstion, hydraulically
transported dredged slurry is placed into a containment area. As the
slurry travels from the discharge pipe to the outlet structure, sedi-
mentation occurs; and the dredged material segregates by particle size.
Large and hesvy particles, such as rock, gravel, and clay chunks, are
deposited in a mound near the discharge pipe. Sand is carried slightly
further; fine~-grained material remains in suspension for a longer time
and 1s deposited further from the discharge pipe.

T. The ccarse and sandy portlons deposited near the discharge pipe
are generally free draining and exist at relatively low water contents
if drainage is provided. 8ilt and clay, however, settle from suspen-
gion very slowly and form depogits of material with low dengity and
high water content; they may remain in this state for long periods of
time, depending on drainage conditions, deposit thickness, vegetation,
climate, ete., Figure B2 shows the pertinent features of a diked con-
tainment area.

8. After ponded water has been decanted, desiccation of the
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surface of the dredged material begins through evaporation, and a crust
beging to form on fine-grained deposits. This crust generally exists

at a water content near the shrinkage limit for the material. As desic-
cation progresses, the thickness of the crust inecreases; and desiceation
cracks extending down to the water table appear. The water table gen-
erally remains perched just below the surface and is intermitiently re-
charged by rainfall. The dredged material below the perched water table
remaing at water contents near or exceeding the liquid limit of the
material for years unless something is done to lower the water table

and dewater the dredged material.

9. TPigure B3 shows the relationship between water content and
volume of fine-grained dredged material, while Figures B} and BS show
crust formation on a deposit of fine-grained dredged material. Further
information concerning the behavior and engineering properties of
dredged material in containment areas may be found in the literature

cited.l’28’29

Dewabering

10. TFor the productive use of significant volumes of fine-grained

dredged material soils to become a reality, these solls will be required

LIQUID
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PLASTIC
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SHRINKAGE
LIMIT

|

VOLUME

Figure B3. Relationship between water content and volume
of fine-grained dredged material?l
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Figure BY. Crust formation on a deposit of fine-grained
dredged materialel

to exhibit engineering properties similar to those of natural soils. To
exhiblt such properties the dredged material soils will require dewater-
ing. Dredged Material.Research Program (DMRP) findings have shown that
dredged material, when dewatered to a water content near optimum, ex-
hibits physical and engineering properties comparable to those of similar
compacted natural solls. A major obstacle to the use of fine-grained
dredged material in conjunction with solid waste management is the de-
watering required to improve the physical and engineering properties to
the point where fine-grained dredged material is comparable to natural
compacted soll.

11. Beveral investigations into the dewatering and densification
of fine-grained dredged material are being conducted as part of the
DMRP. Specific technidues bheing studied include surface trenching, con-
ventional dewatering (underdrainage, vacuum well points, surcharging,
ete.), crust management, electro-osmosis, and wicking. Discussion of

each of these techniques is beyond the scope of this study.
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Figure B5. Desiccation cracks on the surface of
fine-grained dredged material
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